
RJ45 5224-S-C 8P8 JACK/5224S插座 8P8C G/F 脚后3.05

RJ45 5224-S-C 8P8 JACK/5224S插座 8P8C 3u" 脚后3.05

RJ45 5224-S-C 8P8 JACK/5224S插座 8P8C 15u" 脚后3.05

B524S-88GF-M008

B524S-8803-M006

B524S-8815-M007

PBT BLACK 黑

PBT BLACK 黑
PBT BLACK 黑

MATERIAL COLORP/N DESCRIPTION

RJ45 5224-S-C 8P8 JACK/5224S插座 8P8C 6u" 脚后3.05B524S-8806-M007 PBT BLACK 黑

RJ45 5224-S-C 8P8 JACK/5224S插座 8P8C 6u" 脚后3.05B524S-8806-U004 PA66 BLACK 黑

10202688A025

10202688D005

10202688C008

TIP TOP

B524S-8830-M00810202688F014 RJ45 5224-S-C 8P8 JACK/5224S插座 8P8C 6u" 脚后3.05 PBT BLACK 黑

MECHANICAL:

1.HOUSING&INSERT MATERIAL : PBT/PA66 UL94V-0.
2. CONTACT MATERIAL        : PHOSPHOR BRONZE T=0.35mm.
3. CONTACT PLATING         : 1: CONTACT AREA-SELECTIVE GOLD PLATING..
                             2: TAILS PLATING TIN OVER NICKEL.
4. SHIELD                    BRASS T=0.2MM PLATED NICKEL.

5. MATING/UNMATING FORCE:  : 30N Max..
6. RETENTION STRENGTH      : 50N for 60s±5s.
7. DURABILITY              : 750 CYCLES MIN.

±5

B524S-8850-M00810202688G010 RJ45 5224-S-C 8P8 JACK/5224S插座 8P8C 50u" 脚后3.05 PBT BLACK 黑


