
NOTES:
 ELECTRICAL:
1. VOLTAGE RATING            : 125 VAC RMS.
2. CURRENT RATING            : 1.5 AMPS@25°C
3. CONTACT RESISTANCE        : 20 mΩ MAX.
4. INSULATION RESISTANCE     : 1000 MΩ MIN @500VDC.
5. WITHSTAND VOLTAGE         : 1000 VAC RMS,contact to contact
                             @0.5mA 50Hz or 60Hz 1 min.

MECHANICAL:
1. HOUSING MATERIAL        : PBT UL94V-0.
2. CONTACT MATERIAL        : PHOSPHOR BRONZE T=0.35mm.
3. CONTACT PLATING         : 1: CONTACT AREA-SELECTIVE GOLD PLATING.
                             2: TAILS PLATING TIN OVER NICKEL.

4. MATING/UNMATING FORCE:  : 30N Max..
5. RETENTION STRENGTH      : 50N for 60s±5s.
6. DURABILITY              : 750 CYCLES MIN.

 ENVIRONMENTAL:

1. STORAGE TEMPERATURE    :  -40°C~+85°C RELATIVE HUMIDITY<80%
2. OPERATION TEMPERATURE  :-40°C~+85°C
MATES WITH MODULAR PLUG CONFORMING TO FCC PART 68, SUBPART F.

±5

耳朵有/无互换

图面更新


