
NOTES:
 ELECTRICAL:
1. VOLTAGE RATING            : 150 VAC RMS.
2. CURRENT RATING            : 1.5 AMPS@25°C
3. CONTACT RESISTANCE        : 20 mΩ MAX.
4. INSULATION RESISTANCE     : 1000 MΩ MIN @500VDC.
5. WITHSTAND VOLTAGE     

50Hz or 60Hz 1 min.

MECHANICAL:
1. HOUSING&INSERT MATERIAL : SEE TABLE.
2. CONTACT MATERIAL        : PHOSPHOR BRONZE T=0.35mm.
3. CONTACT PLATING         : 1:CONTACT AREA-SELECTIVE GOLD PLATING.
                             2:TAILS PLATING TIN OVER NICKEL.
4. SHIELD                    BRASS T=0.2MM PLATED NICKEL.

5. MATING/UNMATING FORCE:  : 30N Max..
6. RETENTION STRENGTH      : 50N for 60s±5s.
7. DURABILITY              : 750 CYCLES MIN.

±5

环境特性：

储存温度： ℃ ℃ 相

对湿度

工作温度： ℃ ℃

更新规格使图物相符

见备注KF20110505

PA66 BLACK（N602G6S）黑

ROHS PART NUMBER DESCRIPTION MATERIAL COLOR
B524S-8830-M005 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 30U PBT BLACK 黑
B524S-8815-M005 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 15U PBT BLACK 黑
B524S-8850-M005 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 50U PBT BLACK 黑
B524S-88GF-M005 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C G/F PBT BLACK 黑
B524S-8803-M005 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 3U PBT BLACK 黑
B524S-88GF-U002 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C G/F PA66 BLACK 黑
B524S-8806-M005 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 6U PBT BLACK 黑
B524S-88GF-R001 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C G/F PA46 BLACK 黑
B524S-88GF-U005 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C G/F
B524S-8830-M006 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 30U PBT BLACK 黑+30%玻纤
B524S-82GF-M002 RJ45 1X1 5224-S 8P2C(4.5)//5224S插座 8P2C(4.5位) G/F PBT BLACK 黑
B524S-8850-U002 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 50U PA66 BLACK 黑
B524S-8830-U002 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 30U PA66 BLACK 黑
B524S-8830-R002 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 30U PA46 BLACK 黑
B524S-8806-U002 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 6U PA66 BLACK 黑

见备注

见第三页
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10202688A023

增加易拓料号

NEW P/N

10202688A041

10202688C015

10202688F012
10202688D003
10202688G009

10202688B008

10202688C007
10202688A043

10202688F011

10202688G008
10202688F009

商标有无互换



更新规格使图物相符

见备注

ROHS PART NUMBER DESCRIPTION 描述 MATERIAL COLOR材质
B524S-88GF-M006 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C G/F PBT BLACK (长春PBT)黑
B524S-8803-M001 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 3u" PBT WHITE 白
B524S-84GF-M002 RJ45 1X1 5224-S 8P4C(3.4.5.6)//5224S插座8P4C(3.4.5.6位)G/F PBT BLACK 黑
B524S-88GF-R001 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C G/F PA46 BLACK 黑
B524S-8406-M003 RJ45 1X1 5224-S 8P4C//5224S插座 8P4C(3.4.5.6) 6u" PBT BLACK 黑

见备注

B524S-8803-U002 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 3u" PA66 BLACK 黑

见第三页

B524S-8815-U002 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 15u" PA66 BLACK 黑
B524S-8806-U005 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 6u" PA66 BLUE 蓝285C

增加料号

增加料号
10202688B014

TIP TOP
10202688A030

10202688B007

10202688A043
10202684C001

10202688C013
10202688A045 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C G/F PBT GRAY 灰DOC820016

10202688B018 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 3u" 铁脚上锡 PBT BLACK 黑
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B524S-88GF-M00310202688A060 PBT GRAY灰RJ45 1X1 5224-S 8P8C//5224S插座 8P8C G/F
B524S-8830-M00310202688F019 PBT GRAY灰RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 30u"

10202688A061 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C G/F 带CZT PBT BLACK 黑
10202688F021 RJ45 1X1 5224-S 8P8C//5224S插座 8P8C 30u" PBT YELLOW黄114C


