
NOTES:
 ELECTRICAL:
1. VOLTAGE RATING            : 125 VAC RMS.
2. CURRENT RATING            : 1.5 AMPS@25°C
3. CONTACT RESISTANCE        : 20 MΩ MIN @500VDC.
4. INSULATION RESISTANCE     : 1000 MΩ MIN @500VDC.
5. WITHSTAND VOLTAGE         : 1000 VAC RMS,contact to contact or
                              1500VDC, contact to screen and test
                              panel @0.5mA 50Hz or 60Hz 1 min.

MECHANICAL:
1.HOUSING&INSERT& MATERIAL : PBT/PA66 UL94V-0.
2. CONTACT MATERIAL        : PHOSPHOR BRONZE T=0.35mm.
3. CONTACT PLATING         : 1: CONTACT AREA-SELECTIVE GOLD PLATING..
                             2: TAILS PLATING TIN OVER NICKEL.
4. MATING/UNMATING FORCE:  : 30N Max..
5. RETENTION STRENGTH      : 50N for 60s±5s.
6. DURABILITY              : 750 CYCLES MIN.

 ENVIRONMENTAL:
1. STORAGE TEMPERATURE    : -40°C~+85°C RELATIVE HUMIDITY<80%
2. OPERATION TEMPERATURE  :  -40°C~+85°C
MATES WITH MODULAR PLUG CONFORMING TO FCC PART 68, SUBPART F.
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PBT YELLOW 114C黄B524N4-88GF-M001
B524N4-8803-M001

B524N4-8850-M001
B524N4-8803-U001

B524N4-8803-U002

B524N4-8803-M003

B524N4-8815-M001

B524N4-88GF-M002

B524N4-8806-U001

B524N4-8806-M001

B524N4-88GF-M003

B524N4-8830-M001

B524N4-8830-M002

B524N4-8815-M003

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C 3u"(扁针)

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C G/F(扁针)

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C 50u" (扁针)

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C 3u"(扁针)

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C 3u"

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C 3u"(扁针)

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C 15u"(扁针)

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C G/F（扁针）

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C 6u"(扁针)

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C 6u"(扁针)

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C G/F（扁针）

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C 30u" (扁针)

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C 30u" (扁针)

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C 15u"(扁针)

PBT YELLOW  黄

PBT YELLOW  黄

PA66 YELLOW  黄

PA66 BLACK  黑

PBT BLACK  黑

PBT YELLOW 114C 黄

PBT BLACK  黑

PA66 YELLOW  黄

PBT BLACK  黑

PBT YELLOW 112C 黄

PBT BLACK  黑

PBT YELLOW 114C 黄

PBT BLACK  黑

10202988C002

P/NNEW P/N

10202988B005
10202988A002

10202988G001

10202988B003

10202988A001

10202988C001

10202988F002



B524N4-8850-M002
B524N4-8815-M002

B524N4-8803-R001

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C 15u"(扁针)镀镍100u"

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C 50u" (扁针)

RJ45 1X4 5224-S W/O SHIELD 8P8C//5224四胞插座 8P8C 3u"(扁针)

PBT YELLOW 114C 黄

PA46 BLACK 黑

PBT BLACK 黑

B524N4-8850-M003 RJ45 1X4 5224-S W/O SHIELD 8P8C// 5224四胞插座 8P8C 50u" (扁针) PBT GRAY 灰

B524N4-8830-M003 RJ45 1X4 5224-S W/O SHIELD 8P8C// 5224四胞插座 8P8C 30u" (扁针)镀镍100u"

B524N4-8806-M002 RJ45 1X4 5224-S W/O SHIELD 8P8C// 5224四胞插座 8P8C 6u"(扁针)

B524N4-8830-U001 RJ45 1X4 5224-S W/O SHIELD 8P8C// 5224四胞插座 8P8C 30u"(扁针)

B524N4-8830-U002 RJ45 1X4 5224-S W/O SHIELD 8P8C// 5224四胞插座 8P8C 30u"(扁针)

B524N4-8803-M005修改为

剥头2.9（对应14240494）见第三页

B524N4-8806-U002 RJ45 1X4 5224-S W/O SHIELD 8P8C// 5224四胞插座 8P8C 6u"(扁针)

B524N4-8406-M002 RJ45 1X4 5224-S W/O SHIELD 8P8C// 5224四胞插座 8P4C(1.2.3.6)6u"(扁针)

B524N4-8430-M001 RJ45 1X4 5224-S W/O SHIELD 8P8C// 5224四胞插座 8P4C(1.2.3.6)30u"(扁针镀镍100u")

10202984A003 RJ45 1X4 5224-S W/O SHIELD 8P4C// 5224四胞插座 8P4C(1.2.3.6)G/F

10202984F002

10202988B006 RJ45 1X4 5224-S W/O SHIELD 8P8C// 5224四胞插座 8P8C 3u"(扁针)带CZT

10202984A004 RJ45 1X4 5224-S W/O SHIELD 8P8C// 5224四胞插座 8P4C G/F 1236位

10202988D001

10202988B002

10202988F003

10202988F001

10202988C004



NOTES:
 ELECTRICAL:
1. VOLTAGE RATING            : 125 VAC RMS.
2. CURRENT RATING            : 1.5 AMPS@25°C
3. CONTACT RESISTANCE        : 20 MΩ MIN @500VDC.
4. INSULATION RESISTANCE     : 1000 MΩ MIN @500VDC.
5. WITHSTAND VOLTAGE         : 1000 VAC RMS,contact to contact or
                              1500VDC, contact to screen and test
                              panel @0.5mA 50Hz or 60Hz 1 min.

MECHANICAL:
1. HOUSING&INSERT& MATERIAL : PBT UL94V-0.
2. CONTACT MATERIAL         : PHOSPHOR BRONZE T=0.35mm.
3. CONTACT PLATING          : 1: CONTACT AREA-SELECTIVE GOLD PLATING.
                              2: TAILS PLATING TIN OVER NICKEL.
4. MATING/UNMATING FORCE:   : 30N Max..
5. RETENTION STRENGTH       : 50N for 60s±5s.
6. DURABILITY               : 750 CYCLES MIN.

 ENVIRONMENTAL:
1. STORAGE TEMPERATURE    : -40°C~+85°C RELATIVE HUMIDITY<80%
2. OPERATION TEMPERATURE  : -40°C~+85°C
MATES WITH MODULAR PLUG CONFORMING TO FCC PART 68, SUBPART F.
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B524N4-8815-M004 PBT YELLOW 114C黄

B524N4-8803-M005

B524N4-88GF-M004

MODEL NO.MATERIAL COLOR

PBT YELLOW 114C黄

PBT YELLOW 114C黄

14240260

 14240494

B524N4-8830-M004 PBT YELLOW 114C黄 14240563

此位置空白时为第一付模具

有05标记时为第二付模具(8-05备模)

10202984F001 14240766PBT YELLOW 114C黄




