
°C

 ENVIRONMENTAL:

1.STORAGE TEMPERATURE    :  -40°C~+85°C RELATIVE HUMIDITY<80%
2.OPERATION TEMPERATURE  :  -40°C~+85°C
3.GUARANTEE PERIOD       :12 MONTHS
wave-soldering         :265 ±5°C 10S

MATES WITH MODULAR PLUG CONFORMING TO FCC PART 68, SUBPART F.

°C

；

       

750 CYCLES MIN

RECOMMENDED PC BOARD LAYOUT
PCB THICKNESS=1.6mm
AS VIEWED FROM COMPONENT SIDE

TOLERANCE ±0.05mm



10221288A038

10221288C022 带弹片 3.56
10221288C024 3.56无弹片

10221288A033 无弹片 3.56

TABLE1

TABLE1
TABLE2

10221288G015 无弹片 TABLE1 3.56
10221288A035 带弹片 TABLE3 3.56
10221288F020 带弹片 TABLE3 3.56
10221288A036 带弹片 3.56TABLE1
10221288D010 带弹片 3.56TABLE2

ROHS PART NUMBER DESCRIPTION 弹片 LED TABLE

无弹片 3.56TABLE2

10221288F021 3.56TABLE1带弹片

10221288C025 带弹片 3.56TABLE1

10221288F022 无弹片 3.56TABLE2
10221288C026 带弹片 TABLE3 3.56

10221288C027 无弹片 3.56TABLE4

10221288A054 3.56TABLE2带弹片
10221288C032 带弹片 3.56TABLE2

10221288A059 带弹片 3.56TABLE5

10221288G019 带弹片 3.56TABLE6

10221288B025 3.56带弹片 TABLE1

10221288F027 3.56无弹片 TABLE2

10221288A068 3.56带弹片 TABLE7

10221288F030 带弹片 3.56TABLE8

10221288A074 带弹片 3.56TABLE4




