
NOTES:
 ELECTRICAL:
1. VOLTAGE RATING            : 150 VAC RMS.
2. CURRENT RATING            : 1.5 AMPS@25°C
3. CONTACT RESISTANCE        : 20 mΩ MAX.
4. INSULATION RESISTANCE     : 1000 MΩ MIN @500VDC.
5. WITHSTAND VOLTAGE         : 1000 VAC RMS,contact to contact or
                              1500VDC, contact to screen and test
                              panel @0.5mA 50Hz or 60Hz 1 min.

MECHANICAL:

1.HOUSING&INSERT& MATERIAL : PBT/PA46 UL94V-0.
2. CONTACT MATERIAL        : PHOSPHOR BRONZE T=0.35mm.
3. CONTACT PLATING         : 1: CONTACT AREA-SELECTIVE GOLD PLATING..
                             2: TAILS PLATING TIN OVER NICKEL.

4. MATING/UNMATING FORCE:  : 30N Max..
5. RETENTION STRENGTH      : 50N for 60s±5s.
6. DURABILITY              : 750 CYCLES MIN.

 ENVIRONMENTAL:
1. STORAGE TEMPERATURE    : -40°C~+85°C RELATIVE HUMIDITY<80%
2. OPERATION TEMPERATURE : -40°C~+85°C
MATES WITH MODULAR PLUG CONFORMING TO FCC PART 68, SUBPART F.

±5

电气特性：

1.额定电压：150 VAC RMS

2.额定电流：1.5 AMPS@25°C

3.接触电阻：20mΩ MAX.

4.绝缘电阻：1000 MΩ MIN.@500 VDC

5.耐压强度：1000 VAC RMS,contact to contact 或
           1500VDC contact to screen and test

            panel @0.5mA 50Hz 或 60Hz 1 分钟.

 56 6P插座

陈智艳

此页未变更



PA46 BLACK黑

PBT COLD GREY 冷灰3U
PBT GREEN   绿355C

PBT BLACK 黑
PBT BLUE 蓝285C
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PBT GREEN 绿D5004(环保料)
PBT BLACK 黑
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PCB 板厚

增加PCB板厚备注
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 NOTES:
 1. ELECTRICAL:
  1.1 VOLTAGE RATING: 15 0 VAC RMS;
  1.2 CURRENT RATING: 1.5 AMP @25°C;
  1.3 CONTACT RESISTANCE: 20 MILLIOHMS Max;
  1.4 INSULATION RESISTANCE: 1000 MEGOHMS Min @500 VDC;
  1.5 DIELECTRIC STRENGTH: CONTACT TO CONTAC 1000V DC OR AC PEAK
                       : CONTACT TO SCREEN AND TEST PANEL:1500V DC OR AC PEAK
                       @0.5mA 50Hz or 60 Hz a Minute;
 2. MECHANICAL:
  2.1 HOUSING： SEE TABLE
  2.2 TERMINALS： 0.35X0.46mm THICK PHOSPHOR BRONZE
  2.3 PLATING:  1:CONTACT AREA- SELECTIVE GOLD PLATING
                2:TAILS PLATING MATTE TIN 150u'' MIN OVER NICKEL 50u'' MIN.
  2.4 DURABILITY: 750 TIMES。

   2.5 MATING/UNMATING FORCE:30N Max.
   2.6 RETENTION STRENGHT: 50N FOR 60S±5S.

 ENVIRONMENTAL:
1.STORAGE TEMPERATURE    : -40°C~+85°C RELATIVE HUMIDITY<80%
2.OPERATION TEMPERATURE  : -40°C~+85°C
3.GUARANTEE PERIOD       :12 MONTHS
MATES WITH MODULAR PLUG CONFORMING TO FCC PART 68, SUBPART F.

电气特性：

1.额定电压：150 VAC RMS

2.额定电流：1.5 AMPS@25°C
3.接触电阻：20mΩ MAX.

4.绝缘电阻：1000 MΩ MIN.@500 VDC

5.耐压强度：: CONTACT TO CONTACT :1000V DC OR AC PEAK;
            : CONTACT TO SCREEN AND TEST PANEL :1500V DC OR AC PEAK

             @0.5mA 50Hz 或 60Hz 一分钟.

DESCRIPTION


